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Optics: in aluminium coated with
very high purity (99.99%) silver
using physical vapour deposition
(PVD).

LED: Power factor =0.92.
Luminous flux maintenance 80%:
>100.000h (L80B10).
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Optics: in aluminium coated with
very high purity (99.99%) silver
using physical vapour deposition
(PVD).

LED: Power factor =0.92.
Luminous flux maintenance 80%:
>100.000h (L80B10).
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3290 Sella 1 - sT

LOW

CLD CELL LUMEN OUTPUT (tg= 25 °C) -
wattage (700mA) | colour weight code W tot K - olm 700mA - CRI
LED giéhi |70 gggggg:gg 42 4000K - 4888Im - CRI 70 5000*
LED g:;y)hi — |72 22828222 42 3000K - 45461m - CRI 70 .
o o me W e |
LED g:‘;éhite 7.20 ggggg‘tgg 84 3000K - 9093Im - CRI 70
LED S| 7 e 126 4000K - 14567Im - CRI 70
LED g:;éhi | 720 228282:22 126 3000K - 13547Im - CRI 70

On request: possibility to control each individual light point (see table on p. 343).
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42W=4/6kV
84W=6/8kV
126W=6/8kV

3291 Sella 1 - sTWB

CLD CELL LUMEN OUTPUT (tg= 25 °C)

wattage (700mA) | colour weight code W tot K - glm 700mA - CRI

LED g:zéhne 7.20 2?8212:88 42 4000K - 4887Im - CRI 70
LED gzhne 7.20 228212:22 42 3000K - 4545Im - CRI 70
LED g:iéhne 720 22821::88 84 4000K - 9710Im - CRI 70
LED S:Zéhite 7.20 23821‘1‘:22 84 3000K - 9030Im - CRI 70
LED S:Zéhne 7.20 228212:88 126 4000K - 14539Im - CRI 70
LED g:ZZ)hite 7.20 228212:22 126 3000K - 13521Im - CRI 70

On request: possibility to control each individual light point (see table on p. 343).
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STREET LIGHTING



